




















32K Text, Phrase, Page and Line Format Memory 
20 CPS Bidirectional Printer 

10, 12 and 15 Pitch, Plus Proportional Spacing 
500-Character Correction Memory 

Word Erase 

Built-in Spell Check | | 

Media Compatibility With Olivetti's MS-DOS* Video 
Line | 





Typewriter 





ET 2300SP/ET 2500SP ELECTRONIC TYPEWRITERS 


Olivetti introduces two powerful 
revolutionary products in the 
electronic memory typewriter 
marketplace—the mid-size 

ET 2300SP and the full-size 

ET 2500SP. Both models offer a 
broad range of automatic features 
designed for professional typists 
requiring advanced, reliable 
performance. 


Applications requiring frequent 
document revision no longer need 
retyping. Equipped with a 32K 
memory, both models can store texts, 
ohrases,and page and line formats 
with just a few simple keystrokes. 
Both the ET 2300SP and ET 2500SP 
allow you to search rapidly through 
memory to any location in your 
document so you can edit with ease. 
Routine correspondence, alignment 
of numerical data and fill-in of pre- 
printed forms can all be handled 
easily and efficiently. Additionally, 
both the ET 2300SP and ET 2500SP 
feature an interactive display with an 
adjustable angle and contrast 
control. The ET 2500SP also features 
an adjustable keyboard which can 
be positioned for complete typing 
comfort. 


To make the job of creating and 
revising texts even easier, both the 
ET 2300SP and ET 2500SP feature a 
standard spelling aid. The spell 
check is an interactive dictionary 
verifying the spelling of approximately 
50,000 words. A customized user 
dictionary of up to 200 words can 
also be added. When an error is 
signaled, you can either request a list 
of words which are similar to the one 
typed, or a list of words with the 
same root. Once the correct word is 
displayed, you can have it auto- 
matically replace the misspelled 
word in your text. 








~ When additional document process- 
ing capability is required, both the 
ET 2300SP and ET 2500SP can 
accommodate you. Each features 
an optional, user-installable, external 
disk drive which utilizes standard 
32", 720K capacity diskettes com- 
patible with Olivetti’s line of MS-DOS*® 
based video typewriters. This 
enhancement offers growth potential 
that really makes sense. 


Product Characteristics 
Display 


@ ET 2300SP: 30-character liquid 
crystal display (LCD). 

@ ET 2500SP: 40-character liquid 
crystal display (LCD). 

@ Contrast control. 

@ Adjustable angle. 


Keyboard 


@ Fully electronic, multipurpose 
keyboard equipped with a com- 
plete set of multilingual characters 
and special symbols (Italian, 
Spanish, French and German). 
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@ Extended character set for printing 
full set of ASCII and ISO characters. 


@ The ET 2500SP features a 
two-position adjustable keyboard. 


Printer and Paper Handling 


@ 20 cps bidirectional printer. 

e@ Paper capacity: 17 inch (ET 2500SP)* 
or 15 inch (ET 2300SP). 

@ Writing line: 13.6 inch (ET 2500SP) 
or 11.5 inch (ET 2300SP). 

@ Four pitch selections: 10 (pica), 12 
(elite), 15 (mikron) and PS (propor- 
tional spacing). 

@ Automatic positioning of the 
orintwheel. 

@ ET 2500SP features optical pitch 
recognition for automatic pitch 
selection. 

@ Automatic paper insertion. 

@ Four electronic impression control 
settings for optimum print clarity. 

@ Micrometric paper movement 
(Yas" vertical, “20” horizontal). 

@ Forward and reverse indexing. 

@ Five line spacing selections: 1, 1%, 
2, ey a. 

® Selection of four vertical inter-line 
feed settings chosen from the 
keyboard (Ruys, Zurich, Normal, 
Legal). 

@ Multicopy capacity: one original 
plus 6 copies. 


*ET 2500 (without spell-check) 
available with a 21” paper capacity, 
17.6" writing line. 





Correction 
@ One-key error correction. 


@ 500-character correction memory. 


@ Automatic relocation. 
@ Word delete. 


Memory 


@ 32,000 character, non-volatile 
memory for the storage, revision 
and printing of texts, phrases and 
pre-printed forms. 

® Storage of up to 10 constant 
ohrases. 

® Storage of up to 10 pre-printed 
forms. 

® Storage of up to 26 texts. 

® Storage of two frequently used 
line formats (margin and tab 
sequences) in addition to the last 
format in use. 

@ Display or print text directory. 

@ Copy a text. 

@ Protect a text. 





@ Stop codes for entering variable 
data in a text during printing. 

@ Global search (with the addition of 
global search and replace on the 
ET 2500SP). 

® Sequential search through a text, 
forward or backward by character 
Or paragraph (with the addition of 
line level search on the ET 2500SP). 


 @ Direct search to the beginning or 


end of text. 

® Repetitive printing. 

@ Automatic pagination. 

@ Optional external storage on 3%", 
720K capacity floppy disks (pro- 
vides media compatibility with 
Olivetti MS-DOS® based video- 
typing products). 


Performance Highlights 


® Built-in spell check. 
@ Automatic carrier return. 
@ Automatic centering (between 





margins, around a specific point or 
between vertical lines). 

® Right margin justification. 

® Right flush. 

®@ Decimal tabulation. 

@ Vertical line tabulation. 

@ Right or left alignment of a group of 
centered lines (ET 2500SP only). 

@ Automatic underscore, bold and 
reverse printing. 

@ Automatic paragraph or line indent. 

@ Repeat key. 

® Express key. 

@ Superscripts and subscripts. 

@ Caps lock (NUM lock). 

@ Hyphenation scan. 

@ Composite characters (overstriking 
characters). 

@ End of page warning 
(programmable). 





@ 3%", 720K capacity floppy disk 
drive (media compatible with Olivetti 
MS-DOS® based videotyping 
products). 

@ Parallel Centronics interface. 

@ RS-232C serial interface. 

® Continuous forms sprocket feed.* 

@ Automatic single-sheet feed.* 

@ ETV 2900 video add-on—available 
Ath quarter 1988. 





Olivettis Wordcart Ribbon Series 
integrates ribbon and correction tape 
into one, easy to install component. 


@ Interchangeable, high yield 
Wordcart ribbon cartridges 
available in carbon, correctable 
carbon, multistrike and fabric. 

® Correction tape cartridges 
available in lift-off or cover-up. 


Olivetti Supplies 





MS-DOS® is a registered trademark of Microsoft 
Corporation. 


*Technical installation on ET 2300SP. 


Specifications subject to change without notice. 




















ET 2300SP 
Weight: 22.92 Ibs. 
Width: 19.81 in. 
Depth: 16.10 In. 
Height: 6.20 in. 
Electrical: 115V/60 Hz 
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ET 2500SP 
25.57 lbs. 
22.03 in. 
17.47 in. 
6.24 In. 
115V/60Hz 
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User-installable 3%", 720K capacity disk drive. 





ET 2300SP ET 2500SP 


























Paper capacity 15in. 17 in. 
Writing line 11.5 in. 1a. 1H, 
Liquid crystal 

display (LCD) 30Char. 40 Char. 
Automatic pitch 

recognition 8 
Global search = Search 

and replace only ® 
Line level 

search ® 
Adjustable 

keyboard ® 
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